
• Plug replaces the use of more expensive Deutsch connectors and cavity plugs
• IP66 Rated
• Can be fitted to any installation
• Gripping Tab for easy removal
• No assembly time required

Blanking Plugs             Heavy Duty Switch ModuleBlanking Plugs             Heavy Duty Switch Module

84.6 mm

113.4 mm

52.3
mm

77.3
mm

28
mm

6.5 mm

45mm

28.6 mm

Part No. 136901002031

Key Features

Connection Method Deutsch DT Connectors

IP Rating IP66 Rated

Dangerous Goods Ready Yes

Construction Heavy Duty

Mounting Option Stauff Clamp

Output On/Off, On/Off

Voltage 12/24 Volts

Amperage Rating 10 Amps at 12 Volts,
5 Amps at 24 Volts

Switch Type Rocker

• Switch module replaces conventional Juntion Box installations
• IP66 Rated
• Can be fitted to any installation
• On/Off or On/On configuration

Typical Semi-Trailer Wiring Instruction

4-Pin Connection Diagram 2-Pin Connection Diagram

Pin No. Function Colour Pin No. Function Colour

1 Ground White 1 Work Lamp Black

2 Park Brown 2 Ground White

3 - - - - - - - - 

4 Reverse Black
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